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STATE OF COLORADO ) —

BUREAU OF MINES | HlllllHllllllllIlllllﬂllllllllllllllllllll
INSPECTOR'S REPORT | A-0219

R8 SDMS

District No...Four.....................

Locahon....l...1.1!-1.1-.3....§§.S.§§.I‘J.—.Y....f€'9m...Bi.QQ.,...QQ.lQ.- ................. Ri .qo.,...c.qlo.mdp ............
Reached by auto and trail (Nearest Town)
Owner R1CP Argentine Mining Company
Addre Dooley Block, Salt Lake City, Utah.
_ Rico Argentine Mining Gompany ' ' ‘
Operator C.T.Van Winkle, Pres. & Gen.Mgr.,Salt Lake City,UtJﬁ & ﬁico,Colo.

A J.C.Johnson, Vice-Pres.,lSl First Ave.,Salt Lake City,Utah.
ddress W.G.Seeley, Sec'y, 132 Main St., Salt Lake City, Utah.
. Edward Baer, Gen. Supt., Rico, Colo.

Name and address of agent, general manager or other officer on whorn fo serye notices

C.T.Van Winkle, Gen Manager, Salt Lake City, Utah, and Rico, Colo.

Name and address of local manager or person in direct charge of operations

C.T.Van Winkle, Gen. Manager, Salt Lake City, Utah, and Rico, Cola.

Name and address of company or person to whom notification of Annual Report should be sent

C. T. Van Winkle, Gen. Manager Salt Lake City,Utah and Rico, Colo.

Character of ore or other products Sulphides, carrying gold, silver, lead, iron.
pyrites, copper and zinc.

~Rroducing- - - Not Producing

Number employed underground 9 On surface 9 " M- Miscellaneous 1
Compensation insurance carried - ~Compemmatiommot-enrriod-. . .

Accident Report Blanks are on hand
Remarks: No Telephone.
First Aid Supplies are provided.
Safety &nd Banitary Conditions, in general, are satisfactory.

DESCRIPTION OF PROPERTY: This mine is developed by the Van Winkle Shaft

which 1s 312 feet in depth. It 1s 2-compartment and timbered throughout

with 8 x 8 sawed timbers. Level No.l is driven South 215 ft. from the
~shaft. A prospect ralse is 72 ft. in height. A drift on Level No.l North



is 219 ft. in length to-date.

On Level No. 3 they are cutting station, "and will drive both north
and, south on this level.

Development work only is being done.

The small amount of ore encountered to date is found in fissures,
and 1s a sulphide, carrying gold, silver, lead, iron pyrites, copper
and zinc. No stated values.

Wet drilling is practised exclusively.

SURFACE PLANT consists of temporary building housing electrically-driven
single drum Hoist with 3/4" Cable; temporary compressor house housing
. electrically-driven Air Compressor° Head Frame, Ore Bins; Trestles; etc.
They are now constructing a new Compressor House, Hoist Room, etec.
These buildings will house a larger electrically-driven Hoist and will
be equipped with 7/8" Cable. A larger electrically-driven Air Compressor
will be installed in the Compressor House.
All moving parts are properly guarded.
Blacksmithing will be done at Rico—Argentine Shops.
Men live in Rico.

TIMBERING: Considerable timbering is necessary and ies well installed.
All openings are covered and guarded.
Ladders are in good comdition.

UNDERGROUND HAULAGE 1s man power. Cars and Track are in good condition.

EXPLOSIVES: A day's supply of explosives is taken from the Main Rico-
Argentine Explosives Storage Maggzine, and safely stored.

Caps are safely stored. Carbide is stored in a safe dry place.
Present powder regulations are fully observed.

ELECTRICITY 1s used for power and surface lighting It is well installed,
insulated, grounded and guarded.

FIRE PROTECTION consists of water.and cheﬁical extingulshers.

VENTILATION is'mechanical; Pressure Biower is driven by 30 H.P, electric
motor.

MISCELLANEOUS: This shaft was started in 1942 and work has been continuous
since that time.

Diamond drilling was started in 1942, but owing to the character of
the rock, 1t proved too expensive, Nothing definite as to ore bodies was
found from this diamond drill prospecting.

At that time they started sinking the shaft.

Everything is clean and orderly about the property.

The Company co-operates with the Bureau of Mines and with the In-
spector. BSafety rules and regulgtions are fully observed

Respectfully submitted

State Metal Mine Inspeotor Dist. No.4



STATE OF COLORADO
BUREAU OF MINES N o

msr::c'ron's REPORT, L

Dlstrlct No .................... e

Rico: . ColdradoA o May 19th 19..44..

..........................................................................................................................

(iéﬂnﬂINKLE MINE( Unit. of the Bico-Argentine. Graup..of. Mines) ............................

(Name of Mine, Quarry or Plant)

County..Dolores . . . . . ...
Pioneer Mining Distriét

Reached by auto and trail (Nearest Town)
Owner Rico Argentine Mining Company

Dooley Block, Salt-Lake City,-Utah
Address

Rlco Argentine Mining Company

Operator / C.T,Van Winkle,Pres.&Gen. Mgr.,Salt Lake Clty, Utal?Vranerieres:, Colo.
J.C.Jdohnson, Vice-Pres.,151 First Ave.,Salt Lake City, Utah

Address W.C.Seeley,Secretary,132 Main St.,Salt Lake City, Utah
James Edmunds, Gen. Supt.,Rico, Colorado

Name and address of agent, general manager or other officer on whom to serve notices

C.T.Van Winkle, Gen. Mgr.,Sslt Lake City,Utahrand Rico,Colorado

Name and address of local manager or person in direct charge of operatlons

C.T.Van Winkle, Gen. Mgr.,Salt Lake City, Utah,and Rlco, Coloraao

Name and address of company or person to whom notification of Annual Report should be sent

C.T.Van Winkle, Gen. Mgr.,Salt Lake City, Uteh, and Rico, Colo.

Character of ore or other products Sulphides, carfying gold, silver, lead, iron pyrites,
copper and zinc.

Producing 350 tons per month ' _ ‘ ‘ ' Mot-Rrodueimgumene
Number employed~underground 11 Onsurface 1 9 mupMiscellaneous 1
Compensation insurance carried | ~LompansationunotaGaktiga

Accldent Report Blanks are on hend.

Remarks: Have Telephone .

First Ald Suppllies are provided.

Have Dry and Change Room : ' _ -
Safety and Sanitary Conditions, in general, are satisfactory‘

DESCRIPTION OF PROPERTY:=® This mine is deve10ped by the Van Winkle
Shaft which 1s 312.feet in depth. It 1s 2-compartment arid timbered
throughout with 8! x.8' sawed timbers. Level No.l is approximately
.150 ft. below collar. They drifted south 215 ft. from shaft. A



Page © val willgle wilic

prospect raise is 72 ft. in helght above this drift. They also drifted
north 219 ft. from shaft. : '

Ore is mined on, and in stopes above, No.l Level _Both north
-and south headings are being advanced.

Level No.2 1is approximstely 150 ft. below Level No.l

They have drifted south to date approximately 300 ft. and approx-
imately 300 ft. south on this level., Ore 1s mined on, and in stopes
above, No.2 Level both north and south of shaft. These stopes are
spproximately 30 ft. in helght and are being extended in length,
Both nofth and south headings are being advancead.

Air-operated mucking machines are used in these headings.

Ore 1s found in beds and fissures and 1s located by diamond
drilling. Ore is a sulphide, carrying gold, silver, lead, iron
pyrites, copper and zinc. Stated values up to $20.00 per ton.

Production is 350 tons per month, which 1s trucked to the Rico
Argentine Mill, a distance of approximately 1l mile.
Wet drilling is practiced exclusively.

SURFACE PLANT consists of building of concrete and wood construction,
housing single-drum, electrically-driven Hoist.. This new -equipment
was installed late in 1943 and early 1944, replacing temporary
building and equipment used previously.

Also a bullding of concrete dnd wood construction houses an
electrically-driven Alr Compresscr .Dry and Change Room and Store Room,

Steel is sharpened at Atlantic Cable Blacksmith Shop.

Men live in Rico.

SHAFT:- Head Frame 1s of wood construction There are Ore Bins and
Trestles. Hoist 18 equipped with %/8" Cable and automatic dumping
Skip. All this equipment, including fastenings, etc., 18 in good
.condition. All moving parts are properly guardec

TIMBERING:~ Considerable timbering is necessary and 1s well installed.
All Openlngs are covered and guarded. Ladders are in 5ood condition.

UNDERGROUND HAULAGE is man power. Cars and track are in. good condition.

EXPLOSIVES:- A well-built Surface Explosive Storage Magazine 1s
located at a safe distance from all buildings. Caps are safely stored.
Carbide i1s stored in a safe, dry place. Present powder regulations
are fully observed.

ELECTRICITY 1s used for power and surface lighting and undergrouhd
stations. It is well-installed, insulated, grounded and guarded.

FIRE PROTECTION consists of water and chemlcal extingulshers.
VENTILATION is both mechanical-and natural.

MISCELLANEOUS:- This mine operated continuously during the year.
During that time they connected the Van Winkle and Atlantic Cable
Shafts by an 1100 ft. Cross-cut. A Battery Locomotive will be
installed in this cross-cut in the near future. This instellation
will bring most of the ore from the Atlantic Cable Operation. It
will be hoisted through thelvan Winkile. Shaft for a shorter haul to
the mill,
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The 100 ft. point in the Van Winkle Shaft has the same eleva-~
tion as the 60 ft. Level of the Atlantic Cable Shaft.

Everything is clean and orderly about the property.

This company co-operates with the State Bureau of Mines, and
with the Inspector, and insists upon observance of safety rules
and regulations,

Respectfully submitted,

).t i

State Metal Mine Inspector, District No.4

Note; - ' . : -
’Complete development work on the Van Winkle Mine during 1944

consisted of 2700 ft. of drifts and raiseés, a stope 120 ft. in

length and 30 ft. in heilght, and tlree smaller stopes each ebout

75 ft. in length and 20 fi. high,



STATE OF COLORADO
, ‘ BUREAU OF MINES >

INSPECTOR'S BEPOREQG
. o [

District No....Four . N

........................ B.i-.QQ....--..........................-.......Colorado. M&y.&thW‘lﬁ

L4

(Name of Mine, Quarry or Plant)

‘/YANW"WINKLEQ"MIHE"L”Hnitﬁgfmthe"BichArganhina"Groupmomelneﬁ‘lumﬁ ..........
County........ Dolores. .. .. e | |
Pioneer Mining District :

Location.....mile. easterliy. from. Rica,..Colorada... .Rico,. . .Colaradqa..

Reacheé by auto and trail . (Nearest Town)
Owner Rico Argentine Mining Company

Address ~ Dooley Block, Salt Lake City, Utah

OperatorARico-Argentine Mining Company . , Owner exl.assass
C.T.Van Winkle,Pres.& Gen.Mgr.,Salt Lake City,Utah, and Rico,Colo.

Address J.C.Jchnson,Vice-Pres,,151 First Ave.,Salt Lake City, Utah.
W.GmSeeley,éecretary i327¥-1n sSt., Sait Lake City,Utaﬁ.

James Edmunds, Gen, éupt. Bico,Coiorado i
Name and address of agent, general fanager or other officer on' whom-to serve notices

C.T.Van Winkle, Gen. Mgr.,Salt Lake City,Utah, and Rico, Colorado

Name and address of local manager or person in direct charge of operations o
C.T.Van Winkle, Gen. Mgr.,Salt Lake City,Utah, and Rico, Colorado

Name and address of company or person to whom notification of Annual Réport should be sent
C.T.Van Winkle, Gen. Mgr., Salt Lake City, Utah, and Rico, Colo.

Character of ore or other products Sulphides, carrying-gold, silver, lééd, iron pyrites
: T - copper and zinc.

Procuction during 1944, 6,107 tons

Producing ) : “Not-Produeing
Number employed underground 26 On surface 4 Mill
Compensation insurance carried a . Compemsatiorrmet-carried

Accident Report. Blanks are on hand..

Remarks: Have Telephone. .

First Ald Supplies are provided.

Have Dry and Change Room. Signal Code is used. )
Safety and Sanitery Conditions, 1in generaly are satisfactory.

DESCRIPTION OF PROPERTY:- This mine 1s developed by the Van Winkle
Shaft which is 312 feet in depth. It 1s 2-compartment and timberec -
throughout with 8' x 8' sawec timbers. Level No.l is approximately
150 ft. below collar. A drift extends south 215 ft.. from shaft, A



prospect raise is 72 ft. in height above this drift. A southerly drift
extends 219 ft. from the shaft.

No.l Level connects Van Winkle and Atlantic Cable Shafts.

Ore 1s mined on and above N6.1 Level. Both north and south
headings are being advanced.

Level No.2 1s approximately 150 ft. helow Level No.l. Drifts extemd
gpproximately 300 ft. northerly and approximately 300 ft. southerly
from the shaft, on this level. . Ore is mined on and above No, 2 Level
both north anéd south of shaft. Both north and south headings are
being advanced. Development on No. 2 Level consists of 400 ft. of Cross
Cut and a 3-compartment Raise, up 35 feet, which will, when completed,
connect No.l and 2 Levels,.

All ores of the Van Winkle Mine are hoisted through the Van Winkle
Shaft, thence trucked to the Rico Argentine Mill, a distance of approx-
1mately 1 mile. ,

Air-operated mucking machines are used in all headings, and air-
driven slushers in all inclined stopes.

Ore is found in beds and fissures and 1s located by diamond drill-
ing. Ore is a sulphide, carrying gold, silver, lead, iron pyrites
copper and zinc. Stated values -up to §20 00 per ton.

Production was 6,107 tons Gduring 1945.

Wet drillvnb is practicea exclusively.

SURFACE PLANT incluaes a building of concrete and wood construction
housing single-drum, electrically-driven Hoist, edquivped with 7/8"
Ceble andé automatic dumping Skip. All this equipment including
fastenings, etc., is in good condition. All moving parts are properly.
guerded. Also a building of concrete and wood construction houses an
electrically-driven Air Compressor, Dry and Change Room and Store Room.

Steel is sharpened at Atlantic Cable Blacksmith Shop.

Men live in Rico.

SHAFT:- Head Frame is of wooa construction There are Ore Bins
ana Trestles. )

TIMBERING:P .Considerable Timbering is_necessery end 1s well installed.
Al] Openings &are covered and guerded. Ladéers are“in good condition.

UNDERGROUND HAULAGE is both Battery Locomotive and man power., Cars
anc Track arein good concéition.

EXPLOSIVES:- A well-built Surface Explosives Storage lagazine 1is
located at a safe aistance from 211 buildings.

Caps are safely stored. Carbide is stored in a safe, dry place.
Present powder regulations sre fully observed.

ELECTRICITY is usel for power and surface lighting and underground
stations. It is well instglled, insulated, grounded and guerded.

FIRE PROTECTICN consists of water and chemical extinguishers.
VENTILATION is both natural and mechenical.

MISCELLANEOUS:~ This mine onerated continuously during the year,
An zutomstic, electrically-&riven, deep=well Pump located on No.2
Level delivers water "to No.l Level, thence by gravity to the sur-
face of the Atlantic Cable Mine.



page 3 Van Winkle Mine

An automatic, electrically-driven, deep-well pump located
on No.2 Level‘'pumps water from the 30 ft. sump of the Van Winkle
Shaft to thé cross-cut leading to the 40 ft. Level.of the Atlantic

Cable Grou 8 thence by gravity thru a water tunnel-to the surface.
The 300 ft. point Iin the Van Winkle Shaft has the same eleva-

tion as the 60 ft. Level of the Atlantic Cable Shaft.

Everything 1s clean and orderly about the property.

This Company co-operates with the State Bureau of Mines and
with the Inspector and 1nsists upon pbservance of safety rules
and regulations,

Respectfully submitted

4(9(07% WW

State Metal Mine Inspector, District No.



J S STATE OF COLORADO
BUREAU OF MINES

INSPECTOR'S REPOR"%X
AN

District No........ Four . ...

e RLCO . ... Colorado. o MBY. 23 ...19.46.

14&.1.\1 ..... WINKLE _____ MIN.E...(.U.r.l.lt...q:r...me...mQQ-Argemzme Grovp. of Mines.) oo .

(Name of Mine, Quarry or Plant)

County....Dalores. . ... ... -

Pioneer Mining District ‘ - L
Location.....1..mile. easterly. from.Rico,..Colorado. . ... Rico,..Coloredo. ..

Reached by auto and trail (Nearest Town)
Owner Rico Argentine Mining Company

Address Dooley Block;, Salt Lake City, Uteah

Operator%ﬂico Argentine Mining Company " Ownergw=lsossee—
C.T.Van Winkle,Pres. & Gen. Mgr.,Salt Lake City,Utah & Rico, Colo
Address J.C.Johnson, Vice-Pres.,lSl First Ave.,Salt Lake City, Utah

w.G. Seeley,Secretary,lSQ Main St.,Salt Lake City, Utah

Name and address of agent, general manager or other officer on whom to serve notices

C. T. Ven Winkle, Gen. Mgr,,Salt Lake CityUtah and Rico,Colo.

Name and addréss of local manager or person in direct ctharge of operations

C.T.Van Winkle, Gen, Manager, Salt Lake City,Utah and Rico, Colo.

Name and address of company or person to whom notification of Annual Report should be sent
C.T.Van Winkle, Gen. Manager, Salt Lake City,Utah and Rico, Colo.

Character of ore or other products Bulphldes, carryling gold, sllver, lead, iron pyrites,
. copper and zinec.

Production during 1945 was 14,287 tons

Producing Bdlet-Rrodueing— .
Number employed underground 31 , On surface 4 Mill-
Compénsatlon insurance carried - . T . -Compensstion-netcarsivg.

Accident Report Blanks are on hand.

Remarks: Have Telephone. -

First Aid Supplies are provided.

Have Dry and Change Room. Signal Code 1s used,.

Sefety and Sanltary Conditions, 1n‘5eneral, ere satlisfactory.

DESCRIPTION OF PROPERTY:- This mine 1s developed by the Van Winkle Shaft
which 1s 312 feet in depth. It is 2-compartment and timbered throughout
with 8' x 8'sawed timbers. Level No.l 18 approximately 160 ft. below
collar. Drifts extend _beth northerly and southerly from this shaft,




page 2 Van Winkle Mine

St b

No.1 Level corméc% “Van Winkle and Atlantic Cable Shafts, :

Level No.2 1is approximately 150 ft. below Level No.l. Drifts extend
both northerly and southerly from the shaft on this level.

Ore is now mined on and above Nos. 1 and 2 Levels.

Drifting and cross-cutting on No.l and No.2 Levels was advanced to -,
ore bodles previously developed by diamond drilling.

The South Park Fissure was prospected by drifting and diamond drilling

'A cross-cut Bas been advanced 700 ft. toward the Smelter Fault.

1,017 £t. of diamond drilling was done on the Van Winkle Unit.

All ores of the Van Winkle Mine are hoisted through the Van Winkle
Shaft, thence trucked to the Rico Argentine Mill, a dkstance of approx-
imately 1 mile.

Alr-operated Mucking Machines are used in all headings, and alr-driven
Slushers in all inclined stopes,

Ore 1s found in beds and fissures and is’ located by diamond arilling

Ore is a sulphide, carrying gold, silver, lead, iron pyrites,copper
and zinc. Production was 14,287 tons during 1945

Wet drilling 1s practiced exclusively.

SURFACE PLANT:- A building of concrete and wood construotion, houses an
electrically-driven Air Compressor, Dry and Change Room and Store Room.
.Steel is sharpened at Atlantic Cable Blacksmith Shop.
Men live in Rico.

SHAFT:- A bullding of concrete and wood construction houses single-drum,-
electrically-driven Hoist, equipped with 7/8" Cable and automatic dumping
Skip., All this equipment, including fastenings,etc., is in -good oondition
All moving parts are properly guarded.,

Head Frame, Ore Bins and Trestle are of wood construction,

TIMBERING:- Considerable Timbering 1s necessary and is well installed.
All openings are covered and guarded. Ladders are in good condition.

UNDERGROUND HAULAGE is both Battery Locomotive and man power. Cars and
Track are in good conditlon, »

EXPLOSIVES:- A well-built Surface Explosives Storage Magazine 1s located
at a safe distance from all bulldings.
Caps are safely stored. Carblde is stored in a safe dry place.
ELECTRICITY is used for power and lighting for surface and underground
stations. It 1s well installed, insulated, grounded and guarded.
FIRE PROTECTION consists of water and chemical extinguishers.
VENTILATION is both natural and mechanical. .
MISCELLANEOUS:~This mine operated continuously during the year. :
An automatic, electrically-driven,deep-well Pump,located on No.2 Level
delivers water to No.l Level, thence by gravity to the surface of the
Atlantic Cable Tunnel. ,

The 100 ft. point in the Van. Winkle Shaft has the same elevation as
the 60 ft. Level of the Atlantic Cable Shaft.

Everything is clean and orderly about the property. '

This Company co-operates with the State Bureau of Mines and with
the Inspector, and insists upon observance of safety rules and regulations.

Respectfully submitted

- - e

State Metal Mine Inspector, District No. 4



STATE OF COLORADO
BUREAU OF MINES

INSPECTOR’S nnpon%:;é)

District No

County
Pioneer Mining District

Location
Reached by sauto and trail ~ (NearestTown)

Owner Rico Argentine Mining Company

Address Dooley Bloeck, Salt Lake city, Utah

Rico Argentine Mining Company '
OperatoR "¢, T. Van. Winkle,Pres.& Gen,Mgr.,Salt Lake City,Utah &NRT&E*B&:&.

Address J.C.Johnson Vice-Pres.,lSl First Ave.,Salt Lake City,Utah
- W.G.Seeley,Secretary,132 Main St.,Salt Lake City, Utah

Name and address of agent, general manager or other officer on whom to serve notices

C.T.Van Winkle, Gen. Mgr.,Salt 'Lake City,Utah and Rico, Colo.

Name and address of local manager or person in direct charge of operations

C.T;Van Winkle, ‘Gen., Manager, Salt Lake City,Utah and Rico, Colo.

Name and address of company or person to whom notification of Annual Report should-be sent

C.T.Van Winkle, Gen. Mgr., Dooley Block,Salt Lake City,Utah and Rico,Colo

Chamcmfofmeoroﬂmrpnﬁuas Sulphides, carrying gold, silver, copper, lead,
’ 1ron pyrites and zinc.

Production 1s 65 tons per day.

Producing . ' , Mot-Reodusing
Number employed underground ~ 61 : Onsurface 14 Mt Miscellaneous 1.
Compensation insurance carried ' Md

Accident Report Blanks are on hand.

Remarks:- Have Telephone.

First Aid Supplies are provided.

Have Dry and Change Room. Signal Code 13 used. :
Safety and Sanitary Conditions, in general, are satisfactory.

DESCRIPTION OF PROPERTY:- This mine 18 developed by the Van Winkle Shaft
which is 312 ft. 1n depth. It 1s 2-compartment and timbered throughout
with 8' x 8' sawed timbers. Level No.l is approximately 150 ft. below




collar. Drifts extend both northerly and southerly from this shaft.
No.l Level connects Van Winkle and Atlantic Cable Shafts, Level No. 2
is approximately 150 ft. -below Level No.l. Drifts extend both northerly
angd southerly from the :shaft on this level.

Ore is now mined on and above levels Nos. 1 and 2.

Drifting and cross-cutting on No.l and No. 2 Levels was advanced
to ore bodies previously developed by diamond drilling.

All ores of the Van Winkle Mine are hoisted through the Van Winkle
Shaft, thence trucked -to the Rico Argentine Mill, a distance of approx-
mately 1 mile.

Alir-operated Mucking nachines are used in all headings, and air-
driven Slushers in all inclined stopes.

Ore is found in beds an@ fissures and 1s located by diamond drilling

Ore is a sulphide, carrying gold, silver, lead, copper, iron
pyrites and zinc. Productlon 1s 65 tons per day. _ ‘

. "Wet drilling 1is practiced exclusively. '
SURFACE PLANT:- A Building of concrete and wood construction, houses
an electrically-driven Alr Compressor, Dry and Change Room and Store
Room. Steel 1is sharpened at Atlantic Cable Blacksmith Shop.
Men live in Rico. ' '
SHAFT:- A Bullding of concrete and wood construction houses single-drum
electrically-driven Hoist, equipped with 7/8" Cable and automatic
dumping Skip. - All -this -equipment, including fastenings,etc., is in-
sood condition. All moving parts are properly guarded..

Hegd Frame, Ore Bins and Trestle are of wood construction.
TIMBERING:~ Considerable Timbering 1s necessary and is well installed.
All Openings are covered and guarded. Ladders are in good condition,
UNDERGROUND HAULAGE is both Battery Locomotive and man power. Cars
and Track are in good conditlon, ,
EXPLOSIVES:~ A well-bullt Surface Explosives Storage Magsazine is located
at o safe distance from all bulldings. Caps are safcly stored.

Carbide is stored in a safe dry place.

ELECTRICITY is used for power and lighting for surface and underground
Btations, It is well installed, insulated, grounded and guarded.

FIRE PROTECTION consists of water and chemical extinguishers,

VENTILATION i1s both natural &ri@ mechanical. ‘ ,
MISCELLANEOUS:- This mine ‘operated continuously during the year.

An automatic, electrically-driven, deep-well Pump, located on No.2 Level
delivers water to No.l Level thence by gravity to the surface of the
Atlantic Cable Tunnel.

The 100 ft. point in the Van Winkle Shaft has the same elevation
as the 60 ft. Level of the Atlantic Cable Shaft.

Everything is clean and orderly about the property.

This Company co-operates with the State Bureau of Mlnes, and with
the Inspector, and insists upon observance of safety rules and regulations.

Respectfully submitted

Dty

State Metal Mine Inspector, District No. 4.




STATE OF COLORADO
BUREAU OF MINES

IN SPECTOR'S REPOR'%:?Q‘

~ District No....Foun. ...

/Rico .................................. Colorado. = ... Ap¥il 1O ... . ... 19.48..

THE “VAN WINKLE M .I_HE....(...‘a...%1.3&.}.gi..gehe...%l%q..'A.::sen.’c.:m.e._.&mup...Q..f....Mi.r.l.a.s)...
ame o ine, Yuarty or Pian

County......Dolores . ... :

Pioneer Mining District v .

Location.....1.mile easterly from Rico, Colorado  Rigco, Colorado .. .. .. .

reached by auto and trgil (Nearest Town)

Owner Rico Argentine Mining Company

Address Dooley Block, Salt Lake City, Utah

Rico Argentine Mining Company .
Operator C.T.,Van Winkle, Pres.& Gen. Mgr.,Salt Lake City,U%gﬁfhgﬁﬁﬁﬁrab’cok

J.C.Johnson,Vice-Pres.,151 First Ave.,Salt Lake City,Utah
W.G.Seeley, Secfetary. 132 Main Street, Salt Leke City,Utsh

Name and address of agent, general manager or other officer on whom to serve notices

C.T.Van Winkle, Gen. Mgr.,Salt Lake City, Utah,and Rico, Colo.

Address

Name and address of local manager or person in direct charge of operations o -

C.T.Van Winkle, Gen. Mgr.,Salt Lake City, Utah,and Rico, Colo

Name and address of compahy or person to whom notification of Annual Report should be sent

C. T. Van Winkle, Gen. Mgr.,Salt Lake City, Utah, and Rico, Colo.

Character of ore or other products Sulphides, carryingbgold, silver,'copper, lead
: " iron pyrites and zinc,

Production is 65 tons per day

Producing . MotRecducing
Number employed underground 50 Onsurface 14 MMisbellaneous 1
Compensation insurance carried . - - Compensationsmot-carried -

Accldent Report Blanxs are on hand

Remarks: Have Tel ephOne. )

First Aid Supplies are provided. s

Have Dry and Change Room. Signal Codes are used.

Safety and Sanitary Conditions, in general, are satisfactory.

DESCRIPTION OF PROPERTY:- This mine is develbped by the Van Winkle Shaft
which 1s 312 ft. in depth.- It 1s 2-compsartment and timbered throughout
with 8 x 8 sawed timbers. Level No,l 1s approximately 150 ft. below




cotlar. Drifts extend both northerly and southerly from this shaft.
No.l Level connects Van Winkle and Atlantlic Cable Shafts. Level No, 2
is spproximately 150 ft. below Level No.l. Drifts extend both northerly
and southerly from the shaft on this level.

Ore is now mined on and above Levels Nogsl and 2.

.Drifting and cross-cutting on No.l asnd No, 2 Levels was advanced
to ore bodles previously discovered by diamond drilling,

Total development for 1947 was as follows:-
North Drift was extended 834 ft. South Drift, 304 ft. East Drift 621 f
West Drift 388 ft. and 410 ft. of ralses excavated. These drifts and
ragises are on both No.l and Xo. 2 Levels.

2227 ft. of diamond drilling wss done in various parts of the mine.

All ores of the Van Winkle Mine are hoisted through the Van Winkle
Shaft, thence trucked to the Rico Argentine Mill, a distance of approx-
imately 1l mile.

Air-operagted Mucking Machines are used in all headings, and air-
driven Slushers in a1l inclined stopes.

Raises are equipped with air-driven Tugger-type Holsts, with 3/8"
Cable and Skip, &gll in good condition,

Ore is found in beds and fissures and 1s located by dlamond drilling

Ore is a sulphide, carrying gold, silver, copper, lead, iron py-
rites and zine. Production is 65 tons per day.
.. VWet drilling is practiced exclusively. Detachable bits are used,
SURFACE PLANT:- A building of concrete and wood construction, houses
an electrically~driven Air Compressor, Dry and Change Room and Store
Room, Steel is sharpened at Atlantic Cable Blacksmlth Shop.
.Men live in Rico.-
SHAET:- A building of concrete snd wood construction houses single-drum
electrically-driven Hoist, equipped with 7/8" Cable and gutomatic
dumping Skip. All this equioment including fastenings, etc., is in
good condition. All moving parts are properly guarded. Head Frame,
-Ore Bins and Trestle are of wood construction.
UNDERGROUND HAULAGE is both Battery Locomotive and man power. Cars and
Track are in good condition, .
TIMBERING: - Considerable timbering is neuessary snd is well installed.
All openinge are covered and_guarded. Ladders gre in good condition. |
EXPLOSIVES:~ A well-built Explosives Storage Magazine is located at a

safe distance from all buildings. Caps are safely stored., Carbide

1s stored in a safe dry place. ‘
‘ELECTRICITY is used for power and lighting for surface and underground
stetions, It is well installed, 1nsu1ated, grounded and guarded.
FIRE PROTECTION consists of water and chemiceal extinguishers.
VENTILATION is both natural and mechanical Ventilating equipment 1s
electrically driven. '
MISCELILANEQOUS:~ This mine operated continuously during the year.
An automatic, electrically-driven, deep-well Pump, located on No. 2
Level, delivers water to No.l Level, thence by gravity to the surface
of the Atlentic Cable Tunnel,

The 100 ft. point in the Van Winkle Shaft has the sgme elevation.
as the 60 ft. Level of the Atlantic Ceble Shaft.

Everything is clean and orderly about the property.

This company co-operates with the State Bureau of Mines, and with
the Inspector, and insists upon observance of safety rules and regulations

Respectfully submitted

D C W< gl

Stabe Metal Mine Insnecto“, District No. 4






